
40L 80L 140L 174L Blastpots



Blastpot specifications
               AB40  AB80  AB140 AB174
Volume (Litres)           40   80   140  174
Garnet Capacity (kg         90   180  320  400
Dimensions - Diameter (mm)       290  508  508  610
Dimensions - Height (mm)        880  1010  1310  1320
Heavy Duty Steel Frame                 
SSturdy Wheels                     
Forklift Pockets                    
Forklift Lugs                     
Piping Diameter (mm)         25   32   32   38
Micro Feed Valve 11/4" (32 NB)             
Micro Feed Valve 11/2" (40 NB)               
Small Urethane Pop Up Valve          
LLarge Urethane Pop Up Valve               
Deadman Hose and Trigger                
Lid and Screen Set                   
Moisture Separator (mm)        25   40   40   40
Blast helmet - Nova 2000 / NOVA 3 (OPTIONAL)          
Blast helmet Air Supply Hose   (OPTIONAL) 10m  20m  20m  20m
Blast Hose Standard 3/4"     (OPTIONAL) 10m   
BBlast Hose Standard 1"      (OPTIONAL)    20m  
Blast Hose Standard 11/4"    (OPTIONAL)       20m  20m
Recommended Blast Nozzle Size      4/5   5/8   6/7   7/8
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